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Hambleside Danelaw 
manufacture a range of made-
to-order composite panel 
rooflights, most commonly 
known as factory assembled 
insulated rooflights (FAIRS), 
to suit all commonly available 
composite cladding systems 
on the market.

Unlike site-assembled cladding 
systems where translucent 
glass reinforced polyester 
(GRP) rooflight sheets are 
supplied to site as components 
and replace the metal sheets 
where required, FAIRS are 
complete rooflight panels 
manufactured to match the 
depth and profile of metal 
faced composite cladding 
systems with integral insulation 
as required. 

Features and Benefits
All Zenon FAIRS are 
constructed from Zenon 
Pro and Zenon Evolution 
sheets, depending upon the 
specification, durability and 
non-fragility periods required. 
They incorporate the highly 
durable Zenon Shield a highly 
durable UV protective surface 
film and compression resistant 
closed cell fillers at purlin 
positions for improved primary 
fixing and seating of the 
sealing washers. 

The panels can be 
manufactured to incorporate 
different insulation layers 
for improved U-values as 
required, including the unique 
Zenon Insulator honeycomb 

insulation system for high 
light transmission and low 
embodied carbon. They can 
be supplied as an uninsulated 
panel, where compliance with 
the thermal requirements of 
Building Regulations is not 
required, or different insulation 
options can be selected 
depending upon requirement, 
from U-values of 1.8W/m²K 
down to as low as 0.8W/m²K.

The liner panels of Zenon FAIRS 
feature a special rib profile 
to minimise the deflection of 
liner panel, and to create an 
air separation layer below any 
insulation system incorporated 
in the rooflight to maximise the 
thermal performance.

Zenon FAIRS also feature 
unique ZSL50 thermal side 
strips for better continuity of 
the roof insulation, reducing 
any cold bridging between 
the insulated composite 

panel and rooflight panel, and 
improving the airtightness of 
the assembly. 

Expanding rubber or metal 
type grommets are usually 
used when fixing metal 
composite panel laps over 
GRP depending upon the 
requirements for durability, 
however metal fixing strips 
can be incorporated into 
the manufacture of Zenon 
FAIRS to facilitate the use of 
conventional side lap stitcher 
screw fasteners that would 
be used where metal or GRP 
overlaps the metal of an 
adjacent panel. 

Factory Assembled Insulated Rooflights

Factory assembled insulated rooflight cut-away detail



F A I R S

Zenon FAIRS Span Table

Depth of 
outer sheet 
profile (mm)

Purlin centres (m)

Pro 24 Pro 30 Pro 36 Pro 54 Evolution LC1 Evolution LC2

31 to 35 2.05 2.20 2.35 2.90 2.70 2.90

Over 36 2.25 2.40 2.50 3.00 2.80 3.00



Zenon, a comprehensive range of low 
carbon rooflights for the metal building 
envelope from Hambleside Danelaw
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